
 S 

 L 

 4 T
INSIDE SQ.  2.50 

LIFTING LUG FOR 
LIFTING WINDBAND 
WITH DAMPER ONLY. U O.D. 
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DAMPER IN DISCHARGE CAP IS NOT UL CERTIFIED FOR HEAT & SMOKE

Size L S T U V W DISCH CAP 
(LBS)

CURB CAP 
(LBS)

122 25.13 20.38 24.5 26.25 18.26 3.5 51 91
135 27.81 21.38 26.5 28 20.14 3.5 57 101
150 30.88 22.38 28.5 30.25 22.31 3.5 63 111
165 33.94 23.13 30.5 31.75 23.81 3.5 67 120
182 37.44 24.38 33.5 34.25 26.19 3.5 83 147
200 41.19 25.63 36.5 36.75 28.72 3.5 93 159
222 45.69 27.13 39.5 39.75 31.81 3.5 104 179
245 50.44 28.75 42.5 47 35.04 3.5 123 192
270 55.56 30.50 45.5 50.5 38.56 3.5 137 211
300 61.75 35.50 51.5 54.75 42.77 3.5 179 306
330 68.00 37.63 55.5 59 46.99 3.5 200 334
365 75.13 40.00 60.5 64 51.90 3.5 226 369
402 82.75 42.63 66.5 69 57.10 3.5 257 426
445 91.63 48.63 72.5 75.25 63.14 3.5 322 473
490 100.88 51.75 78.5 81.5 69.59 4 369 592
542 111.56 55.25 87 88.75 76.89 4 475 681
600 123.50 59.25 95 97 85.04 4 540 764
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(4) LIFTING LUGS ARE FOR 
LIFTING ENTIRE DISCHARGE 
CAP ASSEMBLY  OR 
WINDBAND ASSEMBLY

BRACKETS ARE FOR 
MOUNTING WINDBAND 
ASSEMBLY AND COULD BE 
USED FOR LIFTING

DAMPER ASSEMBLY CAN BE 
REMOVED ONLY AFTER 
REMOVING WINDBAND 
ASSEMBLY

DO NOT LIFT FROM HERE

DISCHARGE CAP EXPLODED VIEW

DAMPER IN DISCHARGE CAP IS NOT UL CERTIFIED FOR HEAT & SMOKE

WINDBAND ASSEMBLY

DAMPER ASSEMBLY

AIRSHAFT ASSEMBLY
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